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European Night Latch

European LatchEuropean Bathroom Lock European Sash Lock

European Deadlock Five Pin Europrofile Cylinders:

d
o

o
rclo

se
rs

flo
o

rsp
rin

g
sSPINDLES

5mm 6562
10mm 6563
20mm 6565
30mm 6567

FLOOR PIVOT

6590

Accessories 

Single Action Fitting with
Floor Spring Unit  

Double Action Fitting with
Floor Spring Unit  

Floor Spring Components 

Single Swing Components 

Double Swing Components

Format
James Gibbons 

www.openingdoorsworldwide.com www.openingdoorsworldwide.com 

 

Format combines unrivalled quality and versatility with the flexibility to produce 
special products to meet individual project requirements.

This wall chart illustrates only a fraction of the complete Format product range. 
For details of additional items please consult the Format website www.jgf.co.uk. 
A free technical advice and ironmongery scheduling service is available through 

our network of technical sales consultants and worldwide distributors.

Format is a registered trade name.  ©James Gibbons Limited 2009 

• Established since 1670
• Format - Internationally Recognised Brand
• Experienced Architectural Ironmongery   
   Specifiers
• ISO 9001 Registered
• Innovative & Forward Thinking
• On Site & After Sales Care

• Professional Scheduling & Estimating
   from Concept Stage Through to Supply
• Comprehensive Product Range at www.jgf.co.uk
• Providing a Total Ironmongery 
   Package/Solution
• Automation and Access Control of Doors
• Project Specific Solutions

www.openingdoorsworldwide.com 

operating doors worldwide 
securing doors worldwide 

healthcare solutions worldwide 
education solutions worldwide 

commercial/residential solutions worldwide 

UK Contact Details:
James Gibbons Limited, 214-216 Telsen Centre, 55 Thomas Street,

Aston, Birmingham B6 4TN UK
T: +44 (0)121 333 5201    F: +44 (0)121 359 9068

E: info@jgf.co.uk

Our Partners Worldwide

Qatar - Saleh Bin Mubarak 
Alkhulaifi Est
T: +974 4680026
E: sbm@qatar.net.qa
Web: www.sbmkqatar.com

Bahrain - Doorcare
T: +973 17 244 665
E: info@bukamal.com
Web: www.doorcareonline.com

Brunei - GTO Marketing
T: +673 265 4335
E: gto@brunet.bn

Oman - Al Amana Building 
Materials Co LLC
T: +968 2481 5080
E: alamana@alamana-oman.com

Hong Kong & PRC - 
Solar Point Ltd
T: +852 2568 7983
E: info@solarpointltd.imsbiz.com.hk

Trinidad & Tobago -  
Arch Building Material Suppliers
T: +1 868 633 2721
E: arch@email.com
Web: www.archtt.com

UAE - Rimal Engineering 
Products
T: +971 2 633 2267
E: rimalad@emirates.net.ae

Egypt - BCS
T: +202 2578 9922
E: william.fahim@bcs.com.eg
Web: www.bcs.com.eg

Barbados, St Lucia, 
Antigua & St Vincent - 
Kings Worldwide
T: +44 1707 655481
E: sales@kingsww.com

6500 -
Floor Spring Body
c/w Cover Plate & Box

6505 -
Hold Open Unit

6508 -
Delayed Action Unit

6530 - 
Electromagnetic Unit

6511 - 
Single Action Bottom Strap

6513 - 
Single Action Top Centre

6515 -
Double Action Bottom Strap

6517 -
Double Action Top Centre

All products supplied by Format comply to BS & EN standards:

Hinges - BS EN 1935     Locks & Latches - BS EN 12209
Door Closers - BS EN 1154    Panic Exit Devices - BS EN 1125
Lever Handles - BS EN 1906    Pull Handles - BS 8424:2004
Door & Window Bolts - BS EN 12051   Cylinders - BS EN 1303

Access Control - To ensure correct specification please contact the sales office

Anti-Ligature Hardware - Please refer to separate catalogue available from www.openingdoorsworldwide.com

3204 - Adj. Power 2-4 by Template
Separate cover also available

C133 - Concealed Fix Power Size 3
Overhead Door Closer

5190 - Door Selector for 
rebated double doors

6350 - Solid Overhead Door Closer

Adjustable Power 2 to 5 Universal Fix
(Tested 500,000 operations)

90
272

47

35

6452 - Jamb Closer suitable 
for up to FD30 door

260

50

40

17

6450 - Separate Cover Overhead Closer

Adjustable Power 2-4 Universal Fix
(Tested 500,000 operations)
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Ref. E5199
• Description: Ball Bearing Butt 

Hinge

• Sizes: 102x76mm

• Finish: PSS And SSS

• BS EN 1935

• CE 1121

• Grade 13

• Available In Grade 202 & 304 

Stainless Steel

• Additional Options: Radius 

Corners, Security Bolt And 

Anti-Ligature

  

Ref. 5330R
• Description: Rising Butt 

Hinge

• Sizes: 102x76mm

• Finish: PSS And SSS

• Available In Grade 202 & 304 

Stainless Steel

• NOTE THIS PRODUCT IS 

HANDED

Square

101 x 76mm 
s.s.s. & p.s.s.

101 x 101mm
s.s.s. & p.s.s.

101 x 89mm
s.s.s. & p.s.s.

115 x 101mm
s.s.s. only

Radius

101 x 76mm 
s.s.s. & p.s.s.

101 x 101mm
s.s.s. & p.s.s.

101 x 89mm
s.s.s. & p.s.s.

115 x 101mm
s.s.s. only

Anti-Ligature

101 x 76mm 
s.s.s. only

101 x 101mm
s.s.s. only

Security Stud

101 x 76mm 
s.s.s. only

115 x 101mm
s.s.s. only

Lift off Hinge

101 x 76mm 
s.s.s. only

Rising Butt
Falling Butt also 
available

101 x 76mm 
s.s.s. & p.s.s.

Spring Hinge

101 x 76mm 
101 x 101mm

• Satin Zinc
• Brass Plated
• Chrome Plated

Journal Support

98mm 

• Bright Zinc
• Yellow Passivate

GRAB RAIL SYSTEMS

The Format Grab Rail System is a versatile
system suitable for use in hospitals, sheltered
housing schemes or any projects where
consideration must be given to the needs of
the elderly or disabled.

All Rails comply to British standard BS 5810 

A standard package is available which
complies to DOC. ‘M’. comprised of 1 Hinged
Support Rail, 1 Padded Back Support and 3
610mm Grab Rails (Set Ref. 2642). A further
610mm can be added to the back of the door
(Set Ref. 2643).

A limited selection of Grab Rails are shown
below but many more are available. Please
contact our Technical Sales for further details.

4194
54mm dia

4197
54mm dia

4196
54mm dia

4199
54mm dia

FTI
54 dia

FTI-B
54 dia

FFP
70 dia

FLATI
54 dia

FOFP
105 x 50mm

5075
68 x 20mm

FFB200
200 x 25mm dia

4174
Euro

90 x 42mm

4176
Oval

90 x 42mm

4173
key hole

90 x 42mm

4175
Rounded

90 x 42mm

4172
Blank

90 x 42mm

5193
30mm dia

5194
45mm dia

5195
80mm Projection

4073
60 x 51 x 3mm

4084
80 x 51 x 3mm

4084
80 x 51 x 3mm

43XX
350 x 75mm

5498
180o Door 

Viewer

5068
Dust excluding 

socket SCP

E422
76mm dia

E423
76mm dia

E425
76mm dia

E424
76mm dia

E421
76mm dia

E420
76mm dia

E4P1
76mm dia

E4P2
76mm dia

CDK
75mm dia

8107
Mortice Bathroom 

Lock

5086
Budget Lock

Mortice & Rim type

  

2639

2625

All Grab Rails are manufactured from 35mm dia tube. Finishes available are stainless steel, mild

supplied with ribbed grip portions if required.

2627 Right Hand

2626 Left Hand

Hinged Support Rail

Wall to wall Grab Rail

Shower Rail

2622 2438mm overall
2603 610mm
Other sizes available2641 With cushion

2640 Without cushion

Back Support Rail

Floor to Ceiling
Grab Rail

Grab Rail
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101 “Return” Lever
5mm unsprung rose
5mm bearing rose
6mm slim line sprung rose
10mm sprung rose
Finishes - s.s.s. & p.s.s. & duo

102 “Straight” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. & duo

103 “Mitred” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. & duo

104 “Arched” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. & duo

112 “Mitred Arched” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. & duo

119 “Return Arc” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. & duo

124 “Curved Tee” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. & duo

302 “Propeller” Lever
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s.

37 “Wing” Handle
Solid Bar Shaped Handle
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. 

T6 “Talon” Lever
Solid Bar Shaped Handle
6mm slim line sprung rose
Finishes - s.s.s. & p.s.s. 

Format round lever handles are available in
19 and 22mm as standard and backplates are
2mm thick, s.s.s. and 3mm p.a.a.

All backplates have radiused corners, polished
edges and are drilled and countersunk to take
“Supadriv” twinfast screws which are
supplied as standard.

Format 1000 series 
Solid Bar Round Handles with dual 
action independent spring system & 
secondary fixings
Finishes - p.a.a.(08), s.s.s(04), 
p.s.s.(02), duo(B) & nylon coated

 

SIDE VIEW

10mm

To suit mortice
latch or lock
(with escutcheon).
Universal Bolt
through fixing

50mm x 10mm Plate

 

 

55mm x 165mm 
Plate

To suit upright
mortice latch

07 23

165mm x 165mm 
Plate

02

To suit cylinder
sash lock with 
Europrofile cylinder
57mm or 72mm
centres

11 27

To suit mortice
bathroom lock

13 LH
14 RH

29 LH
30 RH

INSIDE

OUTSIDE

LH RH
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Fixing Details

Bolt through 
without rose

Bolt through 
rose (33mm dia)

Face fix on
slimline rose 
(5mm)

Face fix on
covered rose 
(5mm)

Back to back
fixing

Pull

2087
55mm x 275mm Plate

2088
55mm x 330mm Plate 
engraved ‘Pull’

402
“D” Pulls

• 225cc x 19mm
• 300cc x 19mm
• 425cc x 19mm
• 600cc x 19mm
• 225cc x 22mm
• 300cc x 22mm
• 425cc x 22mm
• 600cc x 22mm

403
“Mitred” Pulls

• 300cc x 19mm

404
“Tee” Pulls

• 300oa x 200cc x 19mm
• 1000oa x 850cc x 25mm
• 1500oa x 1350cc x 32mm
• 1800oa x 1650cc x 32mm

405
“Arched” Pulls

• 300oa x 200cc x 19mm
     

430
“Cranked” Pulls

• 300cc x 19mm
• 600cc x 19mm
• 425cc x 22mm
• 600cc x 22mm

408
“Oval Mitred” 

409
“Curved Tee” 

410
“Wave” 

411
“L shaped” 

418
“Semi Mitred” 
• 300cc x 25mm

419
“Mitred Semi Circle” 
• 300cc x 32mm

426
“S pull” 
• 400cc x 300 x 19mm
Other sizes available

Push, Kick, Mid Rail & Protection Plates Finishes: stainless steel, aluminium, RAL colours

Engraved Push Plates can be produced to customer requirements, with variations on sizes to suit.

as an optional extra to suit the

Product reference should this

be required.

STANDARD SIZES
75x220m 75x275m 75x330m 165x165m 110x220m 110x275m 110x330m 110x385mm

43041.5mm
43402.0mm
43293.0mm 43071.5mm

43412.0mm
43313.0mm 43101.5mm

43422.0mm
43333.0mm

43031.5mm
43432.0mm
43283.0mm 43051.5mm

43442.0mm
43303.0mm 43081.5mm

43452.0mm
43323.0mm 43131.5mm

43462.0mm
43343.0mm 43141.5mm

43472.0mm
43353.0mm

A B

45XX 1.5mm

46XX 2.0mm

48XX 3.0mm

TouchCleantm 

Anti Bacterial Finish

TouchCleanTM contains TiO2 in nano
powder form which has 
photocatlytic properties. UV light 
causes excitation of the TiO2 and 
water (vapour) is broken down to
form hydroxyl radicals and free 
oxygen radicals. These are a 
powerful combination and break 
down any passing organic material 
into carbon dioxide and water.

The coating is based on Anatase 
TiO2 (titanium dioxide). It is in the 
form of a “nano” powder. The 
particles are extremely small (around 
8nm or 8x10-9 metres or 8 
millionths of a millimetre. The 
coatings are extremely thin at about 
1μm or 1 thousandths of a 
millimetre.

The most important thing to note is 
that the coating is acting as a 
catalyst and is unchanged by the 
process. Unlike other systems 
which rely on slowly releasing 
substances, such as silver ions, 
from a coating, a catalyst is 
always available irrespective of the 
amount of contamination. 
Additionally, TouchCleanTM not only 
kills the bacteria but decomposes 
them into substances that vapourise 
harmlessly away.
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Standard size bolts are suitable
for doors up to 2440mm high x
900mm wide. N.B (up to1200mm
wide available on request).

iii) Double Panic Bolts 
(for rebated meeting style).
1 no. Single Panic Latch
5570 
1 no. Single Panic Bolts ref:
5574 

the above per pair of doors).
5536 

Standard size bolts are suitable
for Double Doors up to
2440mm high x 1800mm wide.

iv) Double Panic Bolts 
(for plain meeting style)
2 no single panic bolts 
5574

Standard size bolts are suitable
for Double Doors up to
2440mm high x 1800mm wide.

.dtnoc seireS .P

For single action Emergency Exit
doors. Not suitable for constant use.

ii) Single Panic Bolt

5574 Reversible

44 40

108

79 64

Finishes 10/47/64/67.

Standard size bolts are suitable
for doors up to 2440mm high x
1220mm wide.

iii) Double Panic Bolts 
(for rebated meeting style).
1 no. Single Panic Latch
5464 
1 no. Single Panic Bolt
5462 

(1 of each of the above per pair
of doors).
Standard size bolts are suitable
for Double Doors up to
2440mm high x 1830mm wide.

iv) Double Panic Bolts 
(for plain meeting style)
2 no single panic bolts 
5462

Standard size bolts are suitable
for Double Doors up to
2440mm high x 1830mm wide.

.dtnoc seireS .H

For single action Emergency Exit
doors. Not suitable for constant use.

ii) Single Panic Bolt

5462 Reversible

55

100

Finishes 04/10/47/64/67.

Functions:
5464 Latch
5462 2 Point Bolt
5466 External Knob Locking Facility

Functions:
5570 Latch
5574 2 Point Bolt
410 External Lever Locking Facility

5464

5570

5466

A dogging device can be ordered if required. This allows the top and bottom shoot to be withdrawn periodically to 
allow free access. Various finishes available including silver (standard), stainless steel & RAL colours.

10 10
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10 10

17
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60

30 30

60

30 30
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Format European Lockcase 
Range:

E850-72-04 Sashlock
E854-78-04 Bathroom
E852-72-04 Deadlock
E853-72-04 Latch
E855-72-04 Night Latch
E856-72-04 Anti-Panic split 
follower sash lock

• 60mm backset
• Separate/fixed forend
• Reversible latch bolt
• Pierced for bolt through fixing

Five & Six Pin Europrofile Cylinders:

Single

Complete masterkeying service available with a 
variety of cylinder sizes available

Lever Design
Plate/Rose
Diameter

Finish

Specifier's Code Key

Lever Design
Plate/Rose
Diameter

Finish

Specifier's Code Key

1 0 0 2
Lever Design
Plate/Rose
Diameter

Finish

Specifier's Code Key

2 2 0 4

Cylinder & TurnDouble
10 10

17
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40

30

60

30 30

60

30 30
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Ireland - Alan Turkington
T: +44 2838 327 325 
E: alan.turkington@btconnect.com

Regional Representation in Libya, Saudi Arabia, Jordan, Kuwait, Lebanon

5041
Door Chain

Format
James Gibbons 

Standard size bolts are suitable
for doors up to 2440mm high x
1220mm wide.

5462 Reversible
Standard size bolts are suitable
for doors up to 2440mm high x
900mm wide. N.B (up to1200mm
wide available on request).

5574 Reversible

156

The technical data given herein has been compiled for your help and guidance and is based upon our experience and knowledge. However, as we have no control over the use to which this information is put, no warranty, express or implied, is intended or given. We assume no responsibility whatsoever for coverage, performance, or any damage, including injuries resulting from the use of this information or of products recommended herein.As suppliers James Gibbons Limited operate a policy of continual product improvements and reserve the right to change the specification on this broadsheet without notice.


